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DRAG AND PRESSURE

RECOVERY OF AN NACA l-40-2~ NOSE INLET

AT MACH KUMHERS FROM 0.9 TO 1.81

ByR. I. Sears and C. F. Merlet

An investigation has been made with rocket-propelledmodels in free
flight to determine the external drag and pressure recovery of the
NACA 1-40-250 nose inlet at zero angle of attack. The Mach number range
of the tests was from 0.9 to 1.8 and the corresponding Reynolds numbers
based on body diameter varied from k x 106 to 10 x 106. A technique was
developed for varying the internal air flow during flight so that the
drag and pressure-recovery chsracteri.stieswere measured as functions
of both mass-flow ratio and Mach number. A pointed psrabolic-arc body
having the same contour as that of the inlet model aft of the Wet
region was also tested to serve as a basis for drag comparison.

The test results indicate that, for mass-flow ratios greater than
0.6 and Mach numbers less than 1.14, the external drag of the inlet
model was less than that of the psrabolic-body model. At higher Mach
numbers the external drag of the inlet model increased rapidly relative
to that of the parabolic body. Ata I&ch number of
ratio of 0.9, for example, the external drag of the
50 percent greater than that of the parabolic body.
recovery at a mass-flow ratio of 0.80 exceeded that
compression supersonic inlet up to a Mach number of

INTRODUCTION

1.8 and a mass-flow
inlet mcdel was
The total-pressure
for an external-
about 1.3.

Much data are currently available on the drag of wings and bodies
at trsnsonic and supersonic speeds, but data pertati to tie ~43
associated with air inlets in this speed range are very meager. In order
to investigate the transonic characteristics of air inlets, the Pilotless
Aircraft Research Division of the Langley Laboratory is undertaking a

%rpersedes recently declassified NACA RM L’50L18,1951.
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series of tests of rocket-propelled models in free flight. The tech-
nique involves flying ducted bodies with vsrious types of air inlets and
measuring the total drag, the internal drag, and the pressure recovery
as functions of Mach number

The I?ACAl-40-2~ nose
The purpose of testtig this
determine its transonic and
help evaluate the extent to

and IWSS flow.

inlet was selected to initiate the program.
inlet, which is of subsonic design, was to
supersonic drag characteristics. In order to
which this inlet may be used in the super-

sonic range without large drag penalties, a somewhat s3milar, pointed,
parabolic-arc body was also tested.

The flight tests give an account of the inlet performance throughoti
the transonic and well into the supersonic speed range. Because the
nmaber of telemeter channels restricts the number of pressure measure-
ments that can be conveniently made, the flight tests are supplemented
by ground tests of amore completely instrumented model in the preflight
jet at selected Mach rnmibers. These prefli@t tests serve as a calibra-
tion of the internal flow characteristics of the flight model.

This report presents the results obtained from the tests of the first
inlet to be investigated by means of this free-flight technique. AU
testing was done at the Langley Pilotless Aircraft Research Station at
Wallops Islsnd, Va.

SYMIX)IS

cl) ()Ddrag coefficient ~po

~ ~2Af

m mass flow through duct

‘o mass flowing through a stresm tube of area equal to Inlet
area under free-stream conditions

v velocity

M Mach number

w weight of model

P static pressure

H total pressure

—- -.
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E average total pressure (See appendix)

Ha free-stream pitot stagnation pressure

t static temperature

D drag

A area

Y ratio of specific heats

R gas constant

Y radial distance from center line of duct at throat station

r radius of duct at throat station

a longitudinal-accelerometerreading

g acceleration due to gravi~

Subscripts:

o free stream

t throat station

Y radial distance at throat station

x exit station

f frontal

i inlet

I internal

MODEIS, INSTWMENTATIOI?, AND TESTS

For this investigation, four flight models and one ground-test
model were built and tested. Two of the flight models, desiWted A
andB, were without my inlet (fig. l(a)). The other two flight models,
designated C and D, incorporated an NACA 1-40-25Q nose inlet forward
of the maximum diameter (fig. l(b)). The ground-test model (fig. l(c))

..— —.— _ .. . _ ____ ——. - .—— .——— . — ——-



had the same nose contour
models.
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.
and internal ducting as the inlet flight

Basic parabolic-body model.- The basic body used in this inlet
investigationhad a profile formed by parabolic arcs and is designated
herein as the parabolic body. Drawings are shown in figure 2 and
coordinates are listed h table 1. The fineness ratio was 8.5 and the
maximum diameter was located at 42 percent of the body length from the
nose. The base diameter was 55 percent of the maximum body diameter.
The body was stabilized by four 60° half-delta fins of NACA 6xo04
a~oil section. The total e~oqed fin area was 3.7 sqwe feet. A
two-channel telemeter was installed in the parabolic-body models.
Longitudinal acceleration and bae pressure were measured and telemetered.
The base-pressure tube was located In the base cavity near the center
ltie of the model 10.W inches forward of the aft end of the model.

Inlet model.- Forward of the msximum diameter, the external contom
of the ducted flight models was that of the NACA l-~ -2~ nose”inlet
(reference 1). The general arrangement of the model is shown h
figure 2 and coordinates are listed in table II. The body shape aft of
about one inlet diameter from the nose (fig. 3) and the fins (fig. 2)
cor~esponded slbnostexactly to those of the basic-body models. The models
were built of composite wood and metal construction.

The internal contour of the inlet lips was modified in accordance
with the recommendations of reference 2. Some contraction exists at
the inlet and a mhimum duct area is located just tit of the nose. This
minimum section was followed by an 8.2°total-angle conical diffuser
having an area ratio of approximately 2:1. At the end of the diffuser,
the duct was contracted to form a throat station. Aft of the throat
station, four vane-be shutters were installed to govern the mass flow
of air. An electric motor caused these shutters to rotate during flight,
thereby varying the air flow. For model C, the rate of air-flow
variation was about 2.1 cycles per second at M = 1.8 snd increased
to about 2.7 cycles per second at M = 0.9. For model D, the shutters
failed to rotate for most of the supersonic flight, but below M . 0.95
they rotated at about 1.6 cycles per second.

At the throat station, static pressure was measured by six wall
orifices equally spaced around the circumference of the duct and
manifolded together. At the same station, total pressure was measured
by three _hibeslocated at O, O.@, and O.~ radius from the center lime
of the duct. Base pressure was measured by four inner wall orifices
equally spaced circumferentially1.00 inch from the aft end of the model
and manifolded together. Total drag was measured by means of a longi.
tudinsl accelerometer. A six-channel telemeter was used to transmit a
continuous time historg of the five pressure measurements and the accel.
erometer reading to ground receiving stations.

,,
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Flight tests.- For all flight models, velocity was determined from
Doppler radar measurements. Ambient air conditions were determined from
radiosonde observations. Altitude was computed from the flight path
determined by an NACAmodified SCR 584tracking radar. Additional checks
on the velocity were obtained from integration of the measured longi-
tudtial acceleration and, in the case of the ducted models, from the
total-pressure measurements inside the duct at instants when there was
no internal air flow.

All flight models were launched at a 60° angle and accelerated to
msximum speed by a Deacon rocket booster (fig. 1). After burnout of
the rocket motor, drag separation of the booster from the model occurred.
All data were obtained during the ensuing period of coasting flight in
which the model decelerated to subsonic speeds.

Preflight-jet testso- The Langley preflight jet, used for these
tests, is located at Wallops Island, Va. The apparatus is of the blow-
down, open-jet type and can be fitted with various nozzles for testing
at different supersonic and subsonic Mach numbers. Air from two storsge
spheres is passed through a rotary plug valve emd heat exchanger prior
to entering the nozzle so that static sea-level atmospheric pressure
and temperature can be attained in the jet.

The present tests were made by using the U-inch Mach number 1.4
nozzle and the 27-inch subsonic nozzle. Although the model was large
relative to the 12-inch nozzle, shadowgraph pictures indicate that no

,. disturbances from the nozzle enter the inlet.

The model, shown in figure 1(c), duplicated the nose portion and
internal ducting of the flight model. A rake of seven total-p?essure
tubes and one static-pressuretube, plus six static orifices at the
measuring station manifolded together, was used to survey the air flow.
Additional measurements-along two mutually perpendicular diameters were
made at the exit to determine the outgoing momentum.

The mass flow of air was varied by means of four shutters. Tests
were made both with the shutters fixed at various positions and with the
shutters driven continuously by an electric motor at a very slow speed
which also yielded essentially steady-state data. Data were recorded
on film as time histories. The model was set at zero angle of attack
for all.tests.

Test conditions.- The Reynolds number of the flight tests and of the
ground tests is shown in figure 4 as a function of Mach number. The values
shown are based on the maximum model diameter, 10 inches. Although the
ground-test model was the same size as the flight model, the Reynolds

. numbers of the ground test were somewhat greater than those of the flight
tests because sea-level pressure and temperature were maintained in the
preflight jet. The angle of attack for all tests was zero.

———.–— —— ...—.—- ——-—.- -—
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The method of reduction snd analysis of the data is discussed in
.

the appendix. The madmum errors in the absolute magnitude of the data
presented axe believed to be within the following limits:

CD. ● . . . ● . . . . . . . . . . . . . . . . . . . . . . . . *0.01

z/H& ● . , . . . . . . . . . . . . . . . . . . . . . . . . . fool

m/~... . . . . . . . . . . . . . . . . . . . . . . . . .; io.05
M . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . $0.005

The values of CD and ~/H. sre most accurate at the higher Mach

numbers and the mass-flaw ratio is most accurate at large mass flows.

RESUITS AND DISCUSSTOM

Dr~.- The curve of total drag coefficient (ticludtig fin and base
drag) obtained for the yarabolic bodies (modeb A and B) is presented in
figure 5 as a function of Mach number. Also jncluded in this figure are
curves of base drag coefficient and esttiated fin drag coefficient. The
base drag is defined as the product of the base area and the difference
between the measured base pressure and free-stream static pressure. The
fin drag coefficient has been estimated by assuming a fin drag coefficient
of 0.01 based on the exposed fin area. The tits obtained indicate that the
parabolic body tested has a drag-rise Mach number of 0.98 and reasonably
low drag in the supersonic range. The base drag is a small part of the
total bag.

The drag-coefficient results for the ducted bodies (models C andD)
are presented in figure 6. The curves for the inlet model represent
external drag which is defined aq the sum of the dragwise components of
the gage-pressure and viscous forces acting on the external contour of
the model plus the additive drag. In accordance with reference 3, the
additive drag is defined as the dragwise component of the gage-pressure
forces acting on the entertig streamline which divides the external and
the internal air flow. The external drag was computed by subtracting
from the total drag the titernal drag as indicated in the appendix.
The solid-line curves present the data obtained with model C. The test
points present data obtained with modelD. The data presented represent
steady-state flow conditions. A discussion of this point is included in
the appendix. The curve shown in figure 6 for the parabolic body repre-
sents the total drag less the base drag in order to make the data
comparable with those shown for the ducted models.

It is apparent
rise is as high for

from these data that the Mach number for initial drag
the I?ACA1-40-250 nose-tilet model as for the ,.

—.
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parabolic body. At all mass-flow ratios, this drag rise occurs between
M = 0.96~d 0.98.At Mach numbers less than about 1.14, the inlet
model has less drag than the parabolic body except for mass-flow ratios
less than 0.6. Thus, at transonic speeds this inlet has a drag which
is as low or lower than that for a good supersonic body.

At higher Mach numbers, however, the drag of the NACA 1-40-250 inlet
rapidly becomes much greater than that of the parabolic body even for

very large mass-flow ratios. At M . 1.8 and ~ = 0.9, for example,
%

the drag of the inlet model was ~ percent greater than that of the pua-
bolic hO~. This high drag is attributed to the blunt shape of the inlet
in the region forward of a station about one inlet diameter from the
nose.

A shaduwgraph from the preflight tests at M = 1.4, showing the

inlet operating at ~ = 0.86 (fig. 7), shows a strong shock ahead of
%

the inlet. Even if the internal contraction ratio were such as to allow
the diffuser to swallow the shock at this Mach number, the blunt inlet
shape would not permit an attached shock. .

The variation of external drag coefficient tith mass-flow ratio is
shown in figure 8 for several Mach numbers. The shapes of these curves
are quite similar at subsonic and at’supersonic speeds. At transonic
Mach numbers most of the reduction in drag with mass flow occurs in the
range of small mass flows.

The measured variation of CD with m/m. is.much less than that

of the additive drag alone (reference 3) computed assuming an approximate
location of the stagnation point on the lip. The measured external drag,
less the computed additive drag, is shown in figure 9’for M = 1.4. For
reference, the measured drag of the parabolic body, less the base drag,
is also shown. These drags represent the component in the drag direction
of the viscous and pressure forces acting on the external contour of the
body.

It is apparent from this figure that the external pressure drag
of the inlet model was less than that of the parabolic body at low mass
flows and higher at high mass flows. The pressure-distribution data of
reference k for a somewhat similar nose inlet (NACA 1-40-200) indicate
high suction over the nose at low mass flows and more positive pressures
than those computed for the parabolic body at high mass flows. The
variations with mass-flow ratio of etiernal pressure drag and of additive
drag tend to compensate for each other in a large measure for this
particular inlet at all Mach numbers tested. The over-all drag coeffi-
cient is high, however, at most supersonic Mach numbers.

. ..——.—.— . . ..———— - —.. .—— — —.——
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Total-pressure recovery.- The ratioB of total pressure at the throat -
station to free-stream pitot stagnation pressure are plotted iu figure 10

as functions of (y/r)2 for several values of mass-flow ratio. These
data were measured during the preflight-jet tests at M = 1.4. The
f~ght-test measurements gave similar distributions throughout the Mach
number range. The mass-flow ratio associated with a particular distri-
bution, however, varied somewhat with free-stream Mach number.

The pressure recoverg as measuredly the ratio of the integrated
total pressure at the throat station to the free-stream total pressure
is presented in figure 11 as a function of Mach nmber for several mass-
flow ratios. At all supersonic Mach numibers,within the accuracy of the
measurements, the measured preesure recovery was equal to that behind

ma normal shock for —=OtoO.4. At~=
%

0.8, the recovery was about
%

97P=’f=tof that bemd a normal shock at al-lMach numbers.

The pressure recoveg is plotted as a function of mass-flow ratio
for several Mach numbers ti figure ii?. The results from the preflight-
jet tests are aho shown as dashed curves for M = 0.9 and 1.4. The
agreement of the ground-test and flight-test measurements is good.

The pressure recoveries of the present tests are compared in
figures 11 and 13 with those reported in reference 3 for an external= “
compression supersonic inlet (Ferri type, 300 cone). It is a~arent
from figure 11 that, at mass-flow ratios below 0.8, the recovery of the
subsonic-diffusermodel is excellent below a flight Mtih number of 1.3.
On the other hand, it is apparent from the ssme figure that, at amass-
flow ratio of 0.8, the pressure recovery of the supersonic diffuser is
higher than that of the subsonic diffuser above a Mach number of approxi-
mately 1.3. It may also be noted in both figures 11 and 13 that a mass-
flow ratio of 0.9 was the highest obtained by the subsonic diffuser and
the recovery was poor, whereas the supersonic diffuser had relatively good
recovery at mass-flow ratios as high as 1.0. Apparently, partial choking ,
of the inlet and separation in the diffuser occurred at the high mass-
flow ratios for the subsonic diffuser. Even h the subsonic flight
range from M = 0.9 to M = 1.0 the pressure recovery decreased
msrkedly at mass-flow ratios greater thsm 0.8 (fig. 12). These character-
istics are probably typical of sny open-nose inlets with shdlar internal
geometry.
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CONCLUSIONS

Free-flight tests of the NACA 1-40-271
pointed parabolic-arc bdy at zero angle of
fOllowing:

nose inlet and of a s~l.m,
attack have indicated the

1. Initial drag rise for the inlet model at all mass-flow ratios
snd for the parabolic body Btarted at I&ch numbers of about 0.96to 0.98.

2. For Mach numbers less than Ilk and mass-flow ratios greater
than 0.6, the external drsg of the inlet model was less than that of
the parabolic body.

3.As the Mach number ticreased beyond 1.14, the externsl drag of
the inlet model deviated rapidly from and soon became excessive relative
to that of the parabolic body, even for large mass-flow ratios. At a
Mach number of 1.8 and a mass-flow ratio of 0.9, for example, the drag
of the inlet model was ~ percent greater than that of the paraboHc-
body model.

4. At amass-flow ratio of 0.80, the total-pressure recovery of
this nose inlet and diffuser combination exceeded that of an external-
compression supersonic inlet at Mach numbers less than about 1.3, whereas
the reverse is true at higher Mach numbers.

Langley Aeronautical Laboratory,
Nalional Advisory Committee for Aeronautics, “ \

LaK@ey Field, Vs., Wcefier 19, 19500

.

— ~—— . .
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APPENmx

METHOD OF ANWSIS

The four pressure measurements at the throat station served to
determine the mass flow and the total-pressure distribution at the end of
the diffuser. Ground tests indicated that the flow at this station was
reasonably symmetrical about the duct center line. For the flight model,
the Velocity distribution measured on one radiw was therefore assumed to
be valid for all radii. The average total pressure and the mass flow
were determined by integration of the measured profiles as tidicated by
the follotig expressions:

1- 1 1/2

Free-stream total pressure and pitot stagnation presswe were
computed from the velocity measured by the Doppler radsr and the smbient
air conditions measured by the radiosonde. The calculated pitot wkg-
nation pressure agreed within &? percent with the fom pressure measure-
ments at the throat when the internal mass flow was zero.

The mass which would flow through an area equivalent to the inlet
area under free-stresm conditions was determined as follows:

1/2

()
%=J--

@to
Pwi

The internal force (drag in this case) was defined in a manner
consistent with current practice for turbojet engines. ThuE,
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This equation
gage-pressure

defines the internal drag
and viscous forces acting

as the
on the

dragwise component
inside surfaces of

11

of the
the

model minuE the additive drag (reference 4). All quantities in this
expression were directly measured except the exit veloci~. An average
exit velocity was computed from the known mass flow, exit static pressure,
and exit area, by using one-dimensional compressible-flowtheory. Ground
tests showed that the measured momentum at the exit agreed within 1 percent
with the exit momentum

The external drag

Because of
within the duct
model C). When
maintained this

computed in the manner just indicated.

of the flight models was evaluated as follows:

D =W$D1

the relatively fast pulsing rate used, the mass of air
underwent large accelerations (of the order of 300g for
the shutters were wide open or closed, they effectively
condition long enough relative to tie resonant period

of the flow in the duct so that the-quantities measured and computed by
the above equations are truly representative of steady-state conditions.
The quantities computed while the flow-regulating shutters are opening
or closing, however, are not steady-state values but are affected by the
~ime rate of change of velocity of the air within the duct. In order to
reduce the effects of these accelerations to values much less than the
other expertiental errors, the drag, mass flow, and pressure recovery
were plotted as a function of Mach number for various constant positions
of the duct shutters. The steady-state value of the quantity at a given
Mach number end shutter position was taken as the average of its value
when the shutters were opening and of its value when the shutters were
closing.

For model C, the maxhum deviation from the mean of any of the values
measur~d with accelerating or dece~erattig flow amounted to ND = *0.02

AH
- tool.

‘d~– The drag and total pressure were greater than their

respective steady-state values when the flow was decelerating and less
when it was accelerating. Because the errors due to accelerating and
decelerating flow are certably of opposite sign and because the devia-
tion from the mean is of the same order of magnitude as the other exper-
imental errors, it is believed that the averaging process used reduces
the transient errors to entirely acceptable values.

For model D, during the portion of the flight in which the Mach
number decreased from 1.8 to 1.16, the shutters did not turn but remained
in the closed position. Steady-state values for zero mass flow were there-
fore obtained over this range of Mach numbers. From Mach number 1.16 to

— — ~—— ——.
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about 1.05, the shutters turned slowly through one-quarter revolution
to the wide-open position. Over this range of Mach numbers, the time
rate of change of mass flow was only one-fifth that of model C. From
Mach number 1.05 to about 0.95, the shutter remained in the wide-open
position and steady-state values for ~ mass flow were obtained
in this transonic range. At Mach numbers less than 0.95, the shutters
rotated continuously at a pulsing rate of 1.6 pressure-cycles per second.

The cause of this rather erratic behavior of the pulsing gear in
model D is attributed to the fact that the driving motor was purposely
made to operate on half-rated voltage in order to slow the pulsing
rate. However, the data obtained under actual steady-state conditions
smd during the one very slow puhe between M = 1.16 and 1.05 afforded
the opportunity to check the validi~ of the procedure used to reduce
the data of model C to steady-state conditions.

It can be seen in figure 6 that the drag data for models C snd D
sre in excellent sgreement. It is therefore indicated that the transient
components h the measured quantities Of model C have been reduced to
negligible values.

.

.

—
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TABLE I - COORDINATES FOR PAIU@OLJC EODY

~11 dimensions are in tiche~

Station

o
4.00
8.00
12.oo
16.00
20.00
24.00
28.00
32.00
36.00
40.00
44.00
48.00

z::
6!).00
64.00
68.00
7’2.00
76.02
80.00
83.3
85.00

RadiuE

o
1.06
2.00
2.80
3.48
4.06
4.47
4.76
4.95

::;
4.93
4.85
4.74
4.59
4.42
4.21
3*97
3*P
3.41
3.07
2.75
2.75

.
—— —–—.
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TABLE II - COORDINAXIZSFOR NACA 1-40-250 INIET EOIN

[All dimensions are h inched

Station RadiuE

12.oo 2.07
12.03 2.21
X2.15 2.31
12.25 2.38
12.50 2.50
12.75 2.61
13.00 29P
14.00 3.00
15.00 3.25
16.00 3.45
20.00 4.04
24.00 4.45
28.00 4.74
32.00 4.92
36.00 5.00
40.00 4.99
44.00 4.93
48.00 4.85
y.oo 4.74
~.oo 4.59
tb.oo 4.42
64.00 4.21
6!3.00 3*97
72.00 3.70
76.00 3.41
/33.00 3.07
83.w 2.75
85.00 2.75

15
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(a) Parabolic-body model

Figure 1.- Photographs

on the

of the

launcher.

models.
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(b) NACA 1-40-250 inlet model on the launcher.

Figure 1.- Continued.
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(c) G--teat moM In the prefli@t jet.
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